VIDEO KAMEROR

Sharp VL-L80 and a Sharp L250

Fel :  the power stays on for one to two seconds and then shuts down. Have tried timing and belts. Also tried new battery and power supply. 

Åtgärd : Normally for Sharp camcorders, mechanical system will try to reset when power is turned on, if mechanical system does not move at all check loading motor, motor driver circuit, power supply etc. Check those SMT electrolytic capacitors, they are known to leak chemical and short out or contaminate circuit board.

-------------------------------------------------------------------

SHARP camcorder model VL-L310U

Fel :  that only works on the vcr portion. On the camera portion I look thru the viewfinder and only see black and a display that says light. I suspect the ccd board or the ccd itself but am not sure how to troubleshoot any further to verify that is the problem.

Åtgärd : Check that the iris mechanism has not jammed shut due to the lubricant drying out. Disassemble and relubricate.

-------------------------------------------------------------------

2PRIVATE
 sony camcorders models ccd-f32 and ccd-f302. 

Fel : The problem is the cylinder head will not turn unless you kickstart it by hand. Can someone steer me in the right direction?

Åtgärd : The problem is one or more leaking capacitors (the micro type) on the chroma/video process board. I have encountered this same problem in some older models like CCD-F50/F70/F500 and the capacitors at fault are never the same, so, the only way to find the defective ones is to test one by one, wich is very difficult and time consumming but seems like the only way if you don't want to replace the whole board.

ANSWER 2: Sony has update cap kits for this problem on many models. To verify fault warm the unit up with a blow dryer. Unit should start up. 

CCD-F330 kit A-7190-069-A
CCD-F340 kit A-7190-071-A
CCD-V100 kit A-7190-070-A
CCD-F70 use A-7190-071-A
Others use kit A-7190-071-A it has 9 caps with instructions and covers all above models plus others.

-------------------------------------------------------------------

Canon videocamera model E53 

Fel : with a dead viewer. Is the flyback transformer to be checked before replacing the viewer tube? Are there common problems with this model?

Åtgärd : This is a very common problen with Canon camcorders. The problem is that 2 or 3 of the capacitor on what called the "grip PCB" (the board wich has the flyback) are leaking, and I do not mean leaking internally, I mean leaking their electrolyte on to the printed circuit thus causing corrosion and shorts. Check C2914, C2909, C2901 and if you see signs of grenish corrotion, look under that capacitor and check the lines of teh printed circuit, especially the ones that go to Q2902.

-------------------------------------------------------------------

PRIVATE
PV-IQ2050 8mm Camcorder 

Fel : will not eject tape that is stuck inside.

Åtgärd : To remove tape, insert proper tool under cassette door and carefully spread brass or plastic slotted door brackets just enough to release it from two opposing pins on the cassette holder. Hinge door away from camcorder and remove it completely at the pivot point. Break away plastic knockout covering loading motor and apply no more than 3 volts to unload tape from mechanism. Please note that a factory bulletin shows that IC6006, a 5v regulator #XC62AP4502MR, may cause intermittent or no power symptoms on this and similiar PV-IQ models

-------------------------------------------------------------------

Sharp VL-L80 Camcorder. 

Fel : Originally, the problem was the unit would not power up, but I replaced 2 filter caps in the power supply section. Now the capstan motor and drum motor will not run. I have found that the +12vdc supply for them doesn't work. The +12vdc is controlled by a NJM2403M Comparator IC (which I've replaced). The reference signal to the Comparator IC (pin 3), is a saw tooth signal riding about +1.5vdc. The trigger voltage, pin 2 of IC902, is solid DC volt line of about 1.2 Volts. The signals need to overlap each other to control the +12vdc for these two motors. (I did force the trigger voltage level up some with a voltage divider circuit temporarily and the motors will then run, just no control) So I know that at least one of these voltages is at the wrong level, But I don't know which one. Please note that I have replaced most of the caps in the P/S section and all voltages are at their proper levels and have no ripple.

Åtgärd  These symptoms may be caused by open circuit traces under leaking capacitors (especially 47MFD light blue ones) and/or intermittent connections on servo/micro IC.

-------------------------------------------------------------------

PRIVATE
 Panasonic CamCorder (PV520D) 

Fel : that will not respond. No functions work, door will not eject open, but motor advances when powered up for a few seconds. Any Suggestions on what to look for?

Åtgärd : Usually the transport belt goes bad on these units. While you have it apart you might want to clean the mode switch. Some of them can be taken apart but some have melted tabs. If you cannot get a replcement mode switch then try spraying cleaner in it and turning it vigorously as most of these are silver plated and tarnish loosing thier conductivity.

-------------------------------------------------------------------

PRIVATE
RCA Camcorder charger model# CPS019 Symptom:

Fel :  Voltage at charger terminals oscillating or jumping on and off. DC output 9.6V normal. I suspect IC 2 to be defective but would like to know if anyone else has experienced this problem. 

Åtgärd  If the voltage is intermittent between 0 and 9.6VDC, the problem may be as simple as a broken solder where the jack connects to the board inside the supply. This was the problem on my RCA charger - though diff mod #.

-------------------------------------------------------------------

PRIVATE
Sony CCD F-35 camcorder

Fel :  functions normal in record mode.During playback video appears on 1/2 screen and is unstable Horiz & Vert. 

Åtgärd : I have seen this before when only the heads needed cleaning on a different model Sony small video recorder ( this is not a full VHS, right? ) be careful!

-------------------------------------------------------------------

PRIVATE
Teknika CX911 camcorder

Fel :  that does not power up. When the unit is switched on, the power-on LED flashes for about a half second and then goes out; there are no other signs of life. This problem repeats each time the unit is turned off and on.

Åtgärd : This unit is now repaired. I replaced two NPN surface mount transistors that were defective. The only markings on these devices were "L G". They seemed to control a relay device used for power control in the power input section on the main PCB. All fuctions are now normal.

-------------------------------------------------------------------

PRIVATE
RCA vhs camcorder model cpr250.

Fel :  This unit plays and records ok but all that can be seen thru the view finder is a single vertical line, in camera or playback mode.

Åtgärd : I have seen one of these. The problem it had was that the picture in the display would intermittently fade out leaving only the raster. I had to tighten a loose connection to the back of the picture tube socket in the viewfinder. If it's not this you may have to replace the IC/board in the finder.

-------------------------------------------------------------------

PRIVATE
 Sony video camera model #CCD-FX410. 

Fel : There is no power to open the cassette door to load a tape. I have checked all the fuses I can find and they are all good. Some capacitors on the power supply board check questionable. Is there any kits from Sony to fix this problem. Does anyone have any ideas on this problem? Also there is no power to the veiwfinder or anything else.

Åtgärd : If the unit is completly dead check/resolder plug in to dc/dc. Also check for bad ic links. Loading is often connectors on bottom board need resoldered. Order replacement caps from digikey they are about one tenth the price as from Sony.

-------------------------------------------------------------------

Sony CCD-F70 w/ 

Fel : apparent head speed or servo problem. After recording a clip, VTR-PB is fine (usually) until, the cassett. is removed & then replaced (this may be coincidental) , upon which the video looks as though the head is reading @ approx 10X it's normal rate, i.e., striations across the screen but w/ picture in tact. The speed indicator alternately flashes between LP & SP as though it's confused as to which mode it is in. Any Help?

Åtgärd : The capacitors on your camara are dryed up. Sony says to replace them all. I made a tool out of a $4 soldering iron to remove the surface mount caps. Try heating the entire board to see if it fixes the problem then use freeze mist to each capacitor. You might have to reverse the procedure. This job stinks like fish guts.

-------------------------------------------------------------------

Unit 

Fel : plays ok. Search ff & rew ok. FF is ok but REW only one second then the unit stop with a warning bip. I have to get the tape out and reload it. The problem reappears each time i REW. Any Idea?

Åtgärd : Possibly a reel sensor ( Infra-red emitter\detector or Hall ) is not producing the necessary pulses, being feed to or never reachs the syscon and/or servo control stage in order to keep unit from engaging a fail-safe\protect mode. Usually the IR emitter\detector are one piece with 4 leads...two at each end. If the IR emitter is open or not receiving its supply voltage or the presence of regular pulses generated by IR reflected by spaced reflective surface located at underside of reel(s) will both produce the same effect.

-------------------------------------------------------------------

PRIVATE
RCA CC542 camcorder

Fel :  that was dropped and broke the crt in the viewfinder. I replaced the crt and now have white retrace with no video. I think the problem is the video output transistor/or ic. I do not have a schematic .It is a surface mount device with 5 pins. Need part # and suggestions.

Åtgärd : Only one I have done similar to that model had a small board in the viewfinder which I replaced and cured the problem (after replacing shattered tube). Suspected surface mount. IC on board, but I do not "do" those. Ness Electronics in MN had both parts.

-------------------------------------------------------------------

PRIVATE
Sony ccd-fx3300 camcorder

Fel : , takes a tape, the drum is spinning. After a couple of seconds it opens up as a result of a fault, or sometimes does not even take it. On the viewfinder it shows the eject sign during and after has ejected the tape.

Åtgärd : You probably need a Sony cap kit # A-7092-662-A.

-------------------------------------------------------------------

PRIVATE
Sony CCD-F77 camcorder. 

Fel : The video coming from the camera head has appeared to slowly get worse over a 6-month period to the point where it looks like a scrambled cable channel. Also appears to have lost horizontal sync. Could this be the dried out cap syndrome? If so what board do I need to go to? The VTR portion still plays back fine.

Åtgärd : The caps on the CCD drive & process boards are leaking, total about 10 or 12. Possible feed through damage also. The cap on the VA board are the same age as the others, also the radials on the SS board will bring the camcorder back as a redo in the very near future if not addressed also.

-------------------------------------------------------------------

Sony CCD-TRV30 Camcorder.

Fel :  Blinking eject light on the LED screen, if I pop out the battery and reinstall it and press eject the tape will eject (but no idler operation). If I pop in another tape the unit will play fine until I press stop. When I do, the unit stops but then almost tries to eject (just partially though) then the unit beeps a few times and goes back to step one (blinking eject light on the LED) and jammed until I pop out the battery.

Åtgärd  Clean the mode-switch and check the lift connector for dry joints.

-------------------------------------------------------------------

